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Township 10 North, Range 4 East, Salt Lake Meridian, Utah

CHAINS

The following field notes are those of the dependent
resurvey of the north boundary, a portion of the west
boundary, and a portion of the subdivisional lines of
T. 10 N., R. 4 E., Salt Lake Meridian, Utah.

The history of earlier surveys is as follows:

T. 10 N., R. 4 E.

~ Surveyed by Retr. or Resurveyed by

SOUTH BOUNDARY

All J.H. Martineau
1878 g Lo
1ALL J.H. Martineau 1881
All R. Gentry and" ‘
' A.C. Alberga 1940
SE Tp. Cor. Miller, Hoister, |
) : * Dougall & Rathbone
‘ ' , 1914
EAST BOUNDARY -
All J.H. Martineau
1878
All J.H. Martineau 1881
E. Bird 1938
NORTH BOUNDARY
All J.H. Martineau
1881
All A.P. Hanson and
H.E. Giers., 1900 .
E. 5 miles control E. Bird 1938 -
NW Tp. Cor. F. Reynolds 1968
WEST BOUNDARY
S. 2 miles J.H. Martinesu
1878
S. 2 miles J.H. Martineau 1881
N. 4 Miles J.H. Martineau ‘ ‘
1881
ALl Nephi R. Anderspn 1891

Certain corners were remonumented by F. Reynolds in 1968
under the remonumentation cooperative agreement between
the U.S. Forest Service and the BLM.

SUBDIVISION

 Al1, S | ' J.H.jMartineau
‘ ‘ 1881

Certain cormers were remonumented by E. Bird in 1949

under the remonumentation cooperative agreement between
the U.S. Forest Service and the BLM.

En investigation revealed the existence of a hiatus, now v

esignated T. 10% N., R. 4 E., between the north boundary
Of T. 10 N., R. 4 E., and the south boundary of T. 11 N.,
Rs. 4 and 5 E. ; i
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Township lO North uRan,e

jApproVal Staff

to the ‘true merldlan,

';'Prellmlnary to resurvey the lin s of the orlg
ord. Identified corners were

‘|remonumente : nal p091tions"lost corners
‘waere restored Y on‘mented at proportlonate“p”‘ltlons

and G S. statlon "Red :
R ;5 FoayoLse °

Latitude 419;53'

,_"determlned' k, gﬁﬁat'On from azimuths obtained o
'ﬁgby hour an : : ’;, and only. t,ue line ;

:jsurvey were. retraced and search was made for all corners ld

tracement data were thoroughlyQ'3

l Dependent Res; vey of the North Boundary of

uh Salt Lake Meridlan, Utah

”en ‘of the Survey Executed by

:'From the cor. of Tps. lOfN;, Rs. 4 and 5 E., mon_mented
~Jwith an-iron: post, 3 ins. diam., flrmly set, pro;ectlng

Jof T. 10 Nes. R 5 By ’ “hlch the 1938 bearlng trees .

A subalplne flr, 14 ik .,dlam., bears S 9o 30' W.,‘
48 lks.,dlst 5 mkd TlON R4E Sl BT. T

‘_he’cor of T 10 N ,kRS. 4,'kj
ec. 36, T.. 10% N., R 4 E.

10 ins. above ground, with brass cap mkd.: as described 1n“
© jthe official record of t e 1938 resurvey of the N. bdy.

GPo 8341634




Dependent Resurvey of the North Boundary of
T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS
S. 81° 47' W., bet. secs. 1 and 36.

42.38 |Point for the % sec. cor. of secs, 1 and 36, Tps. 10
~Jand 11 N., R. 4 E., at proportionate distance; there is
no remaining evidence of the original corner. This cor.
now functions as the cor. of secs. 1 and 36, Tps. 10
and 10% N., R. 4 E. ‘

Set an aluminum post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 2% ft. base,
to top of aluminum cap, mkd.

T 10% N
S 36
S'1

TI1I0NRG4E

1980

1

from which

An aspen, 7 ins. diam., bears S. 420 W., 130 lks.
dist., mkd. % S1 BT.

An aspen, 10 ins. diam;, bears S. 57° W., 136% 1ks.
dist., mkd. % S1 BT.

Cor. is located on W slope.

84.76 |The cor. of secs. 1, 2, 35, and 36, Tps. 10 and 11 N.,
R. 4 E., monumented with a sandstone, 14 x 7 x 6 ins.,
firmly set 6‘1ns.'in'the*grOUnd,:and in a small mound of
stone, plainly mkd. ‘1 groove on E and 5 grooves on W faces
This cor. now functions as the cor. of secs. 1, 2, 35,

and 36, Tps. 10 and 10% N., R. 4 E.

At the corner point
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.

in therground, and in a collar of 'stone, with brass cap
mkd. R : : o :

from which

An aspen, 8 ins. diam., bears N. 83° E., 24% 1ks,.
dist., mkd. T10% N R 4 E $36 BT.

An aSpen, 10 ins. diam., bears S. 39° E., 264 1ks.
dist., mkd. T1ON R4E S1 BT.

Ah'aspen;'8iins. diam., bears S. 17°~w., 36'lks.
‘ diStw? mkd. TLON -R4E S2 BT.

An aspen, 10 ins. diam., bears N.'10° W., 23 lks.
dist., mkd. T10%N R4E S35 BT.

Deposit the mkd. stone alongside the irQn post.
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CHAINS | -

. sgdS. 2‘andi351‘

2% ins. diam., 24 ins.

~ |Tps. 10 and. 104,_

ffomiwhich_

subalplne flr 10 ins. diam., bears S 750°W.,. o
526 lks. dlst s mkd TlON R4E S$3 BT

10 and 11 Ny i

high S of cor,«r‘f

Set an aluminum post, 30 ins. long, 2/ ins. diam;;RZZ‘ins.
AJdn theﬁground, w1th aluminum cap mkd. r G 3 ‘

”':Point for heyy sec. ‘cor. offsecs 3 and 34, Tps. 10‘

R, 4 E . at proportionate distance; there is
“evidence o e original corner. This~
~y'):of secs. 3 and 34,

GRO 834-634
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Dependent Resurvey oftthe§Nortthoundary of
T, 10 N.y R 4 E., Salt Lake Meridian, Utah

'CHAINS

Set an aluminum post, 30 ins. long, 2% ins. diam., 22 ins.
‘|in the ground, and in a collar of stone, with aluminum
cap mkd.

T 10% N
. S 34
% 753
T10NR G4 E
1980

from which

A subalpine fir, 7 ins. diam., bears S. 31° E.,
40% lks. dist., mkd. Y S3 BT.

A subalpine fir, 7 ins. diam., bears S. 510 W.,
18% lks. dist., mkd. % S3 BT.

A subalpine fir, 10 ins. diam., bears N. 61° W.,
31 lks. dist., mkd. % S34 BT.

79.00 [Point for the cor. of secs. 3, 4, 33, and 34, Tps. 10 _
and 11 N., R, 4 E., at proportionate distance; there is =
no remaining evidence. of the original corner. This :
cor. now functions as the cor. of secs. 3, 4, 33, and 34,
‘|Tps. 10 and 10% N., R. 4 E. :

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone, with brass cap
mkd .

Raise a mound of stone, 3% ft. base, 2 ft. high, W of cor.

Cor. falls on S slope.

N. 899 03' W., bet. secs. 4 and 33.

39.50 [Point for the Y% sec. cor. of secs. 4 and 33, Tps. 10
and 11 N., R. 4 E., at proportionate distance; there is
no remaining evidence of the original cormer. This cor.
now functions as the % sec. cor. of secs. 4 and 33,

Ips. 10 and 10% N., R. 4 E.

|Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap -
imkd . : ‘ '
T 10% N

S 33
% 's4
TI10 NR 4 E

1980

from which

A Douglas fir,;lS.insw~diam., bears S. 439 E.,
- 23 1ks. dist., mkd. % S4 BT. |

A Douglas fir, 8 ins. diam., bears S, 37° Wey
57% lks. dist., mkd. % S4 BT. -
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Dependent Resurvey‘bf the North Boundary of .

T, 10 N., R. 4 E., Salt Lake Meridian, Utah.

CHAINS

T11 NR 4 E

8 32 :
| S 32 TIO%N

S61]8S5

I

T10 NR 4 E

1978

Déposit-the mkd. stone alongside the iron post.
from which

An aspen, 12 ins. diam., bears S. 80° E., 41} lks.
dist., mkd. T1ON R4E S5 BT.

(Reestablishment of the Survey Executed by J.H. Martineau
in 1881 and the Resurvey Executed by
A.P. Hanson and H.E. Giers in 1900)

S. 89° 40' W., along the N. bdy. of sec. 6.

9.845 |Point for the % sec. cor. of sec. 32, T. 11 N., R. 4 E.,
at proportionate distance; there is no remaining evidence
of the original corner.

Set an aluminum post, 30 ins. long, 2% ins. diam., 21 ins.
in the ground, and in a collar of stome, with aluminum

cap mkd:
T1LNR 4 E
n s 32
T‘lO N
1980

from which

An aspen, 8 ins. diam., bears N. 85° W., 48% lks.
dist., mkd. % S32 BT.

An aspen, 10 ins. diam., bears N. 10° W., 13% lks.
dist., mkd. % S32 BT.

40.72 |Fence, bears N and 8, 82 lks. dist. to end of fence,
41.02 The % sec. cor. of sec. 6, T. 10 N., R. 4 E., mohumented
with a red sandstone, 12 x 8 x 6 ins., firmly set 8 ins.
in the~ground,ﬁmkdl L on N face, with a scattered mound
of stone to the N. ~ ‘

|At the corner point

Set an iron post, 30 ins. lqﬁg, 2% ins. diam., 24 ins.
|in the ground, with brass cap mkd. L

Form 9600—10 (June 1978) (formerly 9180-7) USDI——BLM ) ‘ ' ‘ FIELD NOTE PAPER




~|Set an iron pos
in the ground,
_|top -of brass

|erom which

A U.S. Forest Service Bo
N, 7% lks. dist,
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Dependent Resurvey of a Portion of the West Boundary of
T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CrANS B
[

| From the cor. of secs. 25, 30, 31, and 36, monumented

Jwitha blue limestone, 18 x 10 x 6 ins., firmly set 10 .

ins. in the ground, plainly mkd. 5 grooves on the N face

and 1 groove on the § face, from which the 1891 bearing

trees -

A spruce, 15 ins. diam., bears S. 49%° E., 87‘lks;
dist., with healed blaze. (Record, §. 51%° E.,
- 98 1ks.) o - -

A spruce, 25 ins. diam., bears S. 31° w., 153 1ks. -
dist., with healed blaze. (Record, §. 299 10" E.,
150 1ks.) B :

|Forest Service location poster.

%Alongside the cor. is a steel fence post, with a:U.S.

‘At,the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.,in 
the ground, and in a collar of stone, with brass cap mkd. -

T 10 N
R3E R4E
S 25 | s 30
‘' 'S$36 | § 31
1979

Bury the mkd. stone and reset the steel fence post
alongside the iron post. ‘

N. 00 43" E., bet. secs. 25 and 30.

20.155 [Point for the S 1/16 sec. cor. of secs. 25 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 5kins. ;

in the ground to bedrock, and in a mound of stone, 3% ft.

base, to top of brass cap, mkd. : !
S 1/16

S 25| s 30

1979

1)

rom which

A juniper, 6 ins.;diam.,‘bears S. 78° E.,.88 lks.
dist., mkd. S 1/16 S30 BT. '

A juniper, 6 ins. diam., bears N. 61° wW., 29 lks.v"
-dist., mkd. S 1/16 s25 BT. : ey

lC&r.‘ié iqcatedfbn‘spﬁr;~béaring SW.

1 40.31- Péint for the % sec. cor. of secs. 25 and 30, at propor-
tionate distance; there is no remaining evidence of the
original cornmer, S ' :

P

Séffén‘iron‘905 J}3d§ins}ﬁlbﬁg, 2% ins. diam., 22 ins.
- fin the ground, with brass cap mkd.

T

memmmammhm(@mmmw4>mm“MM' R ; ‘ HHDNWEPM¥R 
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Dependent Resurvey of a Portion of the West Boundary of
T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

iBufied alOng81de the iron rebar was a sandstone,:
114 x 8 x 8 'ins., plainly mkd. 3 grooves on N and S faces.

:At’the corner point
|set an iron post, 30 ins. long, 2% ins. diam., 22 ins.

lin the ground, and in a collar of stone, with brass cap
mkd . ‘

|from which

A juniper, 5 ins. diam., bears N. 61° E., 86 lks.
dist., mkd. T1ON R4E S18 BT.

A juniper, 4 ins. diam., bears S. 32° E., 106 lks.
dist., mkd. X BT.

A juniper, 6 ins. diam., bears S. 5° W., 58 1ks..
dist., mkd. TlON R3E S24 BT.

A juniper, 7 ins, diam., bears N 19°© W., 8l lks.
dist., mkd. TLON R4E S13 BT.

iBury the iron rebar and mkd. stone alongside the ‘iron
|post.

{Cor. is located in a fence line, bearing E and W.

%N. 0° 09' E., bet. secs. 13 and 18.

iCenter of unimproved road, 15 lks. wide, bears SE and NW.

Point for the % sec. cor. of secs. 13 and 18, at propor-
{tionate distance;’ there is no remaining evidence of the
|original cormer.

{Set an irom post, 30 ins. long, 2% ins. diam., 22 ins.

lin the ground, and in a collar of stone, with brass cap
fjmkd .

jfrom which

' ~ A juniper, 8 ins. dlam , bears S. 59%° E., 124 lks.
dist., mkd. TlON R4E S18 BT.

A juniper, 11 ins. dlam s bears N. 49L° W., 101 lks.
dlst., mkd v TlON R3E Sl3 BT. '

Form 9600-10 (June 1978)3 (ormerty 9180~7) USDI~—~BLM / FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the West Boundary of
T. 10 N., R. 4 E., Salt Lake Meridiamn, Utah

CHAINS

N. 0° 09' W., bet. secs. 1 and 6.

40.24 The % sec. cor. of secs. 1 and 6, monumented with a
sandstone, 18 x 12 x 6 ins., firmly set 10 ins. in the
ground, plainly mkd. % on W face, with a mound of stone,
2 ft. base, 1 ft. high, W of cor.

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ims.
in the ground, with brass cap mkd.

TI10N
R3ER4E

Y

S1}]8s86

[
|
|
|
1979

Bury the mkd. stone alongside the iron post.

North, beginning new measurement.

40.56 |The cor. of Tps. 10 and 11 N., Rs. 3 and 4 E., herein-
before described.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 10 N., R. 4 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
J.H. Martineau in 1881)

From the cor. of secs. 1, 2, 35, and 36, on the S. bdy.
of the Tp., monumented with an iron post, 2 ins. diam.,
firmly set, projecting 9 ins. above ground, and in a
collar of stone, with brass cap mkd. as described in the
official record of the 1940 resurvey of the N. bdy. of
T. 9 N., R. 4 E., from which the 1940 bearing trees

A dead and fallen aspen, 8 ins. diam., bears
N. 520 E., 37 lks. dist., mkd. BT.

A dead and fallen aspen, 9 ins. diam., bears
S. 69° E,, 32 lks. dist., mkd. BT.

An aspen, 7 ins. diam., bears S. 650 W., 28 lks.
dist., mkd. TIN R4E S2 BT.

An aspen, 7 ins. diam., bears N. 57%° W., 21 lks.
dist., mkd. TLON R4E S35 BT.

Alongside the iron post is an aluminum fence post.
N. 7° 18' W., bet. secs. 35 and 36.
34.02 |Point for the % sec. cor. of secs. 35 and 36, at propor-

tionate distance; there is no remaining evidence of the
original corner.

Form 960010 (June 1978)  (formerly 9180—7) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd.
TIONR4E
Y
|
s 35 ; S 36
1979

from which

An aspen, 8 ins. diam., bears N. 84° E., 41 1ks.
dist., mkd. % $36 BT.

A subalpine fir, 10 ins. diam., bears N. 68° W.,
7% lks. dist., mkd. % S35 BT.

68.04 The cor. of secs. 25, 26, 35, and 36, monumented with
an iron post, 2 ins. diam., firmly set, projecting 16
ins. above ground, and in a mound of stone, 4 ft. base,
to top of brass cap, mkd. as described in the official
record of the 1949 remonumentation.

From the cor. of secs. 25 and 36, on the E. bdy. of the
Tp., monumented with an iron .post, 2 ins. diam., firmly
set, projecting 14 ins. above ground, with brass cap mkd.
as described in the official record of the 1938 resurvey
of the W. bdy. of T. 10 N., R. 5 E., from which the

1938 bearing trees

A stump, 22 ins. diam., bears 8. 81° W., 64 lks.
dist., mkd. T1ON R4E S$36 BT. (Record, S. 86° W.,
66 1ks. dist.)

A stump, 15 ins. diam., bears N. 55° W., 57 lks.
dist., mkd. TLON R4E S25 BT. (Record, N. 54° W.,
60 lks. dist.)

from which new bearing trees

A Douglas fir, 20 ins. diam., bears S. 65° W.,
68 lks. dist., mkd. T1ON R4E S36 BT.

A Douglas fir, 23 ins. diam., bears N. 85° W.,
46} 1lks. dist., mkd. TI1ON R4E S25. BT.

S, 820 10' W., bet. secs. 25 and 36.

44,41 |Point for the % sec. cor. of secs. 25 and 36, at propor-
tionate distance; there is no remaining evidence of the
original cormer.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base, to top of brass cap, mkd.

TI10NR 4 E
, 825
“ 536

1979

#U.S. Government Printing Office: 1980 —778-251/292
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Dependent. Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

“{from which

A subalpine fir, 15 ins. diam., bears N. 66° E., 128%
lks. dist., mkdq‘% $25 BT.

A subalpine fir, 15 ins. diam., bears 8. 74° E., 105
lks. dist., mkd. % S36 BT.

Cor. is located on N éide of small gully.

88.82 |The cor. of secs. 25, 26, 35, and 36.

N. 0° 02' E., bet. secs. 25 and 26.

40.56 The % sec. cor. of se¢s.425 and 26, monumented with an
iron post, 1 in. diam., firmly set, projecting 12 ins.
above the ground, and in a collar of stone, with brass
cap mkd. as described in the official record of the 1949
remonunentation, from which the 1949 bearing trees

A pine, 22 ins. diam., bears N. 51© E., 151 1ks.
dist., mkd. % S25 BT. ‘

A Douglas fir, 15 ins. diam., bears S. 14° W.,
170 1lks. dist., mkd. with a healed blaze.

N. 0° 09' W., beginning new measurement.

40.55 |The cor. of secs. 23, 24, 25, and 26, monumented with an
iron post, 2 ins. diam., firmly set, projecting 14 4ins.
above the ground, with brass cap mkd. as described in
the official record of the 1949 remonumentation, from
which the 1949 bearing trees ‘

A spruce, 21 ins# diam., bears N. 69%° E., 19 lks.
dist., mkd. with a healed blaze. (Record,
N. 679 E., 20 lks. dist.)

A spruce, 27 ins. diam., bears S. 55%° E., 46 lks.

dist., mkd. with a healed blaze. (Record,
S. 56%° E.)

A dead fir, 11 ins. diam., bears S. 46° W., 21 lks.
dist., mkd. T1ON R4E S26 BT. (Record, S. 44° W.)

A spruce, 11 ins. diam., bears N. 36%° W., 39 lks.
dist., mkd. with a healed blaze..

From the cor. of secs. 24 and 25, on the E. bdy. of the
Tp., monumented with!an iron post, 2 ins. diam., firmly
set, projecting 6 ins. above ground, with brass cap mkd .
las described in the official record of the 1938 resurvey
lof the W. bdy. of T./10 N., R. 5 E., from which the 1938
|bearing trees CR S . ‘ ,

A spruce, 25 ins, diam., bears S. 78° W., 133 lks.
dist., mkd. with a healed blaze. (Record, '
S. 78%° W., 143 lks. dist.) EEN

Form 9600-10 (June 1978) (formerly 91807 Usm——Bleg ' , FIELD NOTE PAPER
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| 7758

1 47.25

48.25

~'.f;Set an. 1ron,po'
‘ fin the groun,,

| 40,40

38.79

&f‘Bury the mkd stone ;

~;Raise a mound of

\];At the,corner,point»~ .

1S+ 899 57' W oy beglnning new measurement.

The cor of secs.\23 24

kThe %fsee “eory of secs.f24 and 25 monumented Wlth a
ksandstone, 18 x 12 x 8 1ns., flrmly set lO 1ns.k1n the
1ground, plainly mkd. % on N face. . ~

nstwdiam},;ZAQins;imsz‘

kSet an dron. post, 3
lin the ground w1t

, mound of stone,”u

|is ‘accepted as the best'an

OO 50' E o bet

tionate: dlstance, there is no- remaining evidence of the:
original corner. : G e s

from whiCh1 i

A subalplne flr, 9 lns5°” L
251 lks. dlSt., mkdkg‘e\.

A subalpine fir, 12 ins. i

am ;~Beers S;§48°7w;;
14k 1ks., dist.,’mkd 4 §2 ki EE

'<Set a- steel fence post alongs1de the 1ron post.~‘

The cor. of secsa

,‘igh Thls pos1t10n
exis g}original corners and
11able’ev1dence of the

original corner ‘position.

‘Point for the P sec. cor. of secs. 23 and 24 at propor-»‘j\  Y

13, 14‘;23“ and 24 monumented with a [~”7 o

GPO 834.- 634
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

At the corner point

Set an iron post, 30 ims. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

TIONRYS4E
$ 14| s 13
S 23 s 24

1979

from which

A spruce, 18 ins. diam., bears S. 65° E., 81% 1ks.
dist., mkd. TLON R4E S24 BT.

A spruce, 22 ins. diam., bears S. 20° W., 99 lks.
dist., mkd. TLON R4E S23 BT.

A spruce, 20 ins. diam., bears N. 79° W., 52 lks.
dist., mkd. T1ON R4E S14 BT.

From the cor. of secs. 13 and 24, on the E. bdy. of the
Ip., monumented with an iron post, 2 ins. diam., firmly
set, projecting 6 ins. above the ground, with brass cap
mkd. as described in the official record of the 1938
resurvey of the W. bdy. of T. 10 N., R. 5 E.; there is
no remaining evidence of the 1938 bearing tree

from which new .bearing trees

A subalpine fir, 8 ins. diam., bears N. 73° E.,
27% 1lks. dist., mkd. T1ON R5E S18 BT.

A spruce, 25 ins. diam., bears N. 28%° W., 266 1lks.
dist., mkd. T1ON R4E S13 BT.

S. 76° 04' W., bet. secs. 13 and 24.

46.87 The % sec. cor. of secs. 13 and 24, monumented with a
mound of stone, no marks visible. This position is
harmoniously related to existing original corners and is
accepted as the best available evidence of the original
corner position.

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd.
TI10NR 4 E
. 'S13
% g 24
1978

from which

A spruce, 30 ins. diam., bears N. 81%° E., 33 lks.
dist., mkd. % S13 BT.

A spruce, 16 ins, diam., bears S. 36° E., 49 lks.
dist., mkd. % S24 BT. ‘

Cor. is located on gentle NW slope.

Form 9600—-10 (June 1978) (formerly 9180—7) USDI~—BLM FIELD NOTE P APER
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

S. 88° 07' W., beginnihg new measurement.

40.34 |The cor; of secs. 13, 14, 23, and 24.

. 0° 09' W., bet. secs. 13 and l4.

40.02 |Point for the % sec. cor. of secs. 13 and 14, at propor-—
' tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd .

T NRA4E

L

i

S 14 | 813
|
9

1979

from which

A spruce, 13 ins. diam., bears S. 59%° E., 19 lks.
dist., mkd. % S13 BT.

A spruce, 11 ins. diam., bears S. 84° W., 16 1lks.
dist., mkd. % S14 BT.

80.04 |The cor. of secs. 11, 12, 13, and 14, monumented with a
sandstone, 15 x 10 x 7 ins., firmly set 7 ins. in the
ground, and in a collar of stone, mkd. 4 grooves on S and
5 on W faces, and a steel fence post alongside.

At the cormer point

Set an irom post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass. cap
mkd.

T10 NR 4 E
s 11 | s 12
1979

from which

A Douglas fir, 23 ins. diam., bears N. 36° E.,
99 1lks. dist., mkd. T1ON R4E S12 BT.

An aspen, 8 ins. diam., bears S. 56° E., -34 1ks.
dist., mkd. T1ON R4E S13 BT.

A pine, 17 ins. diam., bears 8. 84° W., 29% 1ks.
dist., mkd. TLON R4E S14 BT.

A pine, 13 ins. diam., bears N. 46%° W., 10 1lks.
dist., mkd. T1ON R4E S1l BT.

' Deposit the mkd. stone and steel fénce post alongside
the iron post. '

% U.S. Government Printing Office: 1980 — 778-251/292
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 12 and 13, on the E. bdy. of the
Tp., monumented with an iron post, 2 ins. diam.,‘firmly
set, projecting 6 ins. above the ground, with brass cap
mkd. as described in the official record of the 1938
resurvey of the W. bdy. of T. 10 N., R. 5 E., from which
the 1938 bearing trees '

A fir, 21 ins. diam., bears $. 270 ., 11 1ks,
dist., mkd. TLON R4E S13 BT.

A fir, 12 ins. dilam., bears N. 60° W., 5 lks.
~ dist., mkd. with a healed blaze. (Record,
"N. 27° wW., 5 lks.) o ‘

S. 81° 55" W., bet. secs. 12 and 13.
42,62 Graded road, 20 lks. &ide,‘bears N and W; 

43.02 |Point for the % sec. cor. of secs. 12 and 13, at propor-
tionate distance; there is no remaining evidence of the
original corner. :

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, and in a collar of stone, with brass cap
mkd .

TI0NR 4 E
| i 812
/ ' 8513

1979
from which

A spruce, 23 ins. diam., bears §. }° E., 68% 1ks.
dist., mkd. 4 S13 BT. “ ' ‘

A spruce, 22 ins. diam;,'bears N..60° W., 25 1ks.
dist., mkd. Y% S12 BT.

Cor. is located in spillway of culvert.,

86.04  |The cor. of secs. 11, 12, 13, and 14.

North, bet. secs. 11 an& 12.

40.12 |The Y% sec. cor. of secs‘ 11 and 12, monumented with a
sandstone, 12 x 10 x 10 ins., firmly set 8 ins. in the
ground, plainly mkd. Y% on W face. )

At the corner point
Set an iron post, 30 ing. long, 2% ins. diam., 22 ins.

in the ground, and in a c¢collar of stone, with brass ¢ap

Form QGQvaIO (June .1978) (former1y~91§0—7) USDI~~BLM = “ | | FlELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines

of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

23

CHAINS

| '83.38

--39.69

40.19

| 79.42

Set an iron post, 30 ins. long, 2k ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

T10 NR & E
81
% T8 12

1979

from which

A Douglas fir, 24 ins. diam., bears S. 75%° E.,
17 1lks. dist., mkd. % S BT.

A Douglas fir, 20 ins. diam., bears N. 45%° E.,
47 1ks. dist., mkd. % S BT. ‘

The cor. of secs. 1, 2, 11, and 12,

N. 1° 24' W., bet. secs. 1l and 2.

Point for the % sec. cor. of secs. 1 and 2, at propor-
tionate distance; there is no remaining evidence of the.

original corner.

“|Set ‘an iron post, 30 ins. long, 2% ins. diam., 20 ins.
.“lin the ground, and in a mound of stone, 3 ft. base, to

top of brass cap, mkd.

TII0NRAE
5

2181

I

l
N
1979
ftom;which‘

A Douglas fir, 8 ins. diam., bears N. 5950 E.,
17 1ks. dist., mkd. % S1 BT.

A Douglas fir, 30 ins. diam., bears S. 12%° W.,
' 14Y% 1lks. dist., mkd. % S2 BT.

Cor. is located in a draw, draining W.

|the cor. of secs. 1, 2, 35, and 36, Tps. 10 and 10% N.,
IR. 4 E., hereinbefore described. ‘ ‘

From the cor. of secs. 13, 14, 235 and 24.
|s. 89° 29" W., bet. secs. 14 and 23.

The % sec. cor. of‘secs. 14 and 23, monumented with a

~lsandstone, 12 x 10 x 10 ins., firmly set 6 ins. in the

ground, and in a collar of stone, mkd. % on N face.

At the corner point

Set an aluminum post, 30 ins. long, 2% ins. diam., 18 ins.

base, to:top of aluminum cap, mkd.

lin the ground to bedrock, and in a mound of stone, 3 ft.

Form 9600—10 (June 1978) (formerly 91807 USDI-—BLM

FIELD NOTE PAPER
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CHAINS

e,fromkwhich"7a

A spruce, 20 1ns dlam., bears N. 470 E., 26 lks
' dist., mkd Sl4 BT « ‘

'ABuryfthepmkd}ﬁstbnefalqﬂgsidegthe?irbnfpcStl

89O 19" oy beginningﬁ,ew measurement.~ -

|set an 1ron post 30 1ns cbng, 2/ 1ns dlam ,‘20 1ns v
in the ground and in a'collar of stone, w1th brass’ cap .
mkd , ‘ : e -

“'e, T 10 N R 4 E

from which

An aspen, 8 ins. diam., bears" N.,37° E 1%Qlké;‘
dist., mkd. TLON R4E S14 BT. , S

An aspen, 8 1ns. dia
dlSt., mkd TlON“

ears S 36° E Y 201 lks.sl” ("
‘SZ3 BT ' -', L

An: aspen, 7 ins. di I‘ars S 830 W~y. i
dlst., mkd., - T1ON R4E 822 BT. SR e

An aspen, 7 1ns dlam R bears N. 41P° W s 21 lks
o dist., mkd TlON R4E S15 BT ‘

;From thlS cor., the sec . cor. of secs 26 and 27 bearsisy,
|s. 00 39" W., 116. 75 dist., monumented with an ;
|post, 1 in: dlam.,b ‘ , : :
| the ground, and in a collar f~Stone,,w1th brass cap mkd4~
~ |as described in the off cial record of the 1949 remonu-
mentation, from Whlch the 1949 bearlng trees » :

A spruce, 16 ins. dlam., bears Ne 75«o E ﬁ?9flk§§ X
dist., mkd w1th a8 healed blaze. R e

A subalpine flr,-fp”
338 lkS. diSt.'

The control llne was fully retraced and no- evidence of
the 1ntervening CcOrs. was found.: S f

LGP0 834684
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Dependent Resurvey of a Portion of ‘the Subdivisional Lihes

CHAINS

38.89

77.78

of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

N. 0° 45' W., bet. secs. 14 and 15.

Point for the % sec. cor. of secs. 14 and 15, at propor-
tionate distance; there is no remaining evidence of -the
original cormer. ‘ ‘

in the ground, and in a mound of stone, 3 ft. base, to
top of aluminum cap, mkd.

T10NRG&4LE

1

|
S 15 | s 14
‘1é79
from which

A Douglas fir, 11 ins. diam., bears S. 57° E.,
33% lks. dist., mkd. % S14 BT.

A Douglas fir, 11 ins. diam., bears S. %0 W.,
22 1ks. dist., mkd. % S15 BT.

Cor. is located on steep N slope.
The cor. of secs. 10, 11, 14, and 15, monumented with a

sandstone, 18 x 11 x 10 ins., firmly set 12 ins. in the
ground, plainly mkd. 4 grooves on S face and 4 on W face.

At the corner point’

|set an iron post, 30 ins. long, 2% ins. diam., 24 ims.

in the ground, and in a collar of stome, with brass cap
mkd .

‘"TI1I0NR4E

s 10 | s 11

S 15 | S 14
1979

from which

A Douglas fir, 15 ins. diam., bears N. 68° E.,
19 1ks. dist., mkd. TLON R4E S11 BT.

An aspen, 7 ins. diam., bears S. 93° E., 26 lks.
dist., mkd. T1ON R4E S14 BT. k

An aspen, 6 ins. diam., bears S. 5° W., 17 lks.
dist., mkd. T1ON R4E S15 BT. :

A Douglas fir, 22 ins. diam., ‘bears N. 55° W.,
77 lks. dist., mkd. T1ON R4E S10 BT.

|Bury the*mkd;’stOne‘alongside the iron post.

Set an aluminum post, 30 ins. long, 2% ins. diam;, 22 ins.

‘From,thewéor.;of~8ecs. 11, 12, 13, and 14.

ls. 889 32" W., bet. secs. 11 and 14.

Form 9600—10 (June 1978)

(formerly 9180—7) USDI-=BLM ’ . FIELD NOTE PAPER’ s
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Dependent Resurvey of a Port

25

ion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

27

I . CHAINS'

39.81

41.46

82.92

20.39

The cor. of secs. 2, 3, 10, and 11, monumented with a
rotted Douglas fir stump, 24 ins. diam., mkd. with a

A twin pine, 13 ins. diam.,vbeafs'N. 440 E., 32 iks.
dist., mkd. §2 BT. (Record, N. 44° E., 25: 1ks.

dist.)

A rotted Douglas fir stump, 28 ins. diam., bears
S. 450 E., 46 lks. dist., no marks visible.

(Record, S. 50° E., 30 lks. dist.)

A dead Douglas fir, 25 ins. diam., bears S. 520 W.,.
64 1ks. dist., no marks visible. (Record,
§. 40° W., 50 lks. dist.)

A rotted Douglas fir stump, 24 ins. diam., bears

N. 29° W., 28 lks. dist., no marks visible.
(Record, N. 46° W., 20 1ks. dist.)

from which new bearing trees

A Douglas fir, 16 ins. diam., bears S. 14° E.,
69 lks. dist., mkd. TLON R4E S11 BT.

A Douglas fir, 7 ins. diam., bears S. 28° W.,
26% 1lks. dist., mkd. T1ON R4E S10 BT,

A Douglas fir, 22 ins. diam., bears N. 14° W.,
66 lks. dist., mkd. T1O0N R4E S3 BT.

notch on the E side, from which the original bearing trees}

From the cor. of seecs. 1, 2, 11, and 12.
g. 889 43" W., bet. secs. 2 and 1l.

Point for the % sec. cor. of secs. 2 and 11, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 5 ft. base, to

top of brass cap, mkd.
R4 E
S22

11
79

AH

T 10N
S
3
19

The cor. of secs. 2, 3, 10, and 11.

N. 1° 02' E., bet. secs. 2 and"B,"

Point for the S 1/16 sec. cor. of’secs.'Zfand‘S.

in the ground, to bedrock, and in a mound of stone, 4
|ft. base, to top of ‘aluminum cap, mkd. ~

S 1/16

‘s 3|82

1980

Set an aluminum post, 30 ins. long, 2% ins. diam., 6 ins.

Form 0600—10 (June 1078) (formerly 9180—

7y USDI-—BLM
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Dependent- Resurvey ofa Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

TIONRG4E
s 21 | s 22 .
S 28 | s 27

1979

from which new bearing trees

A Douglas fir, 22 ins. diam. » bears §. 33%° y.,
51 lks. dist., mkd. TLON R4E S28 BT. ‘

A subalpine fir, 7 ins. diam., bears N. 424° W.,
44 lks. dist., mkd. T1ON R4E S21 BT.

Bury the mkd. stone alongside the iron post.

N. 0°08' E., bet. secs. 21 and 22.

38.26 The % sec. cor. of secs. 21 and 22 , monumented with a
quartzite stone, 18 x 12 x 11 ins., firmly set 8 ins. in
the ground, and in a collar of stone, mkd. ¥ on W face.

At the corner point

Set an irom post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, w1th brass cap
mkd .

-T10 NR 4 E

L
(A

|

| s 22

I

1979

S 21

from which

A subalpine fir, 12 ins. diam., bears N. 679 E., :
148 1ks. dist., mkd. % S22 BT. ;

Bury the mkd. stone alongside the iron post.

: N. 00 47" E., beginning new measurement.

38.73  |Point for the cor. of secs. 15, 16, 21, and 22, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base, to
top of brass cap, mkd.

TI0NRAE

816 | 815

s 21 [s 22
1979

from which‘

A Douglas fir, 10 ins. diém.;»bears'N. 86%° E.,
- 20% 1lks. dist., mkd. 'TlON‘R4E S15 BT.

A Douglas fir, 10 ins. diam., beirs S. 3540 E.
32 1ks. dist., mkd. TION R4E 522 BT.

‘Form:9600—10, (June 1978) (formerty 9180~7) USDI~—BLM | ‘ FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisicnal Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd . ,

T10NRG4E
SS9 |'s 10
S16 | S 15

1979

|from which

An aspen, 7 ins. diam., bears N. 410 E., 28 lks.
dist., mkd. T1ON R4E S10 BT.

An aspen, 8 ins. diam., bears S. 15%° E., 12 lks.
dist., mkd. T1ON R4E S15 BT.

A Douglas fir, 10 ins. diam., bears §. 42° W.,
31% 1lks. dist., mkd TlON R4E Sl6 BT.

A subalpine fir, 4 ins. diam., bears N. 80° W.,
26% lks. dist., mkd. X BT.

Bury the mkd. stone alongside the iron post.

From the cor. of secs. 10, 11, 14, and 15.
S. 89° 38' W., bet. secs. 10 and 15.

40.33 The % sec. cor. of secs. 10 and 15, monumented with a
sandstone, 16 x 13 x 5 ins., firmly set 10 ins. in the

ground, plainly mkd. % on W face.

At the corner point

,kSet an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd

T10NRG4E
, 810
* 8§15
1979

from which

A Douglas fir, 13 ins. diam., bears N. 64%° E,,
18 lks. dist., mkd. % S10 BT.

A Douglas.fir, 11 ins. diam s bears. S, 65° W
- 52 1ks. dist., mkd. % S15 BT. :

Bury the mkd. stone along31de the iron post.

S.,890 37" W., bgginning\new¢measurément.

39.78 The cor. of secs. 9, 10, 15, and 16.

' Form 9600-10 (June 1978) (formerty 9180~7) USDI-—BLM | | FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah .

CHAINS

from which

A pine, 30 ins. diam., bears N. 12%° E., 61 1ks.
dist., mkd. E 1/16 S3 BT. :

A pine, 20 ins. diam., bears S. 36%° E., 38 lks.
‘dist., mkd. E 1/16 S10 BT.

39.53  |Point for the % sec. cor. of secs. 3 and 10, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 ins. long, 2% ins. diam., 18 1ns{
in the ground to-bedrock, and in a mound of stone, 3 fe.
base, to top of aluminum cap, mkd.

T 10 NR 4 E
. 83
% 7510
1979

from which

A Douglas fir, 7 ins. diam., bears S§. 21° E.,
21 lks. dist., mkd. % S10-BT.

A Douglas fir, 8 ins. diam., bears N. 66% W.,
34 1ks. dist., mkd. % S3 BT.

Cor. is located on N slope 100 lks. S of Curtis Creek,
draining W.

59.295 [Point for the W 1/16 sec. cor. of secs. 3 and 10.

Set an aluminum post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3-ft.
base, to top of aluminum cap, mkd.

'S 3
1) 1/16 S 10

1980

from which

A juniper, 3 ins. diam., bears S. 41° E., 29 lks.
dist., mkd. X BT.

A Dooglas fir, 20 ins. diam., bears N. 420 W.
47 lks, dlst s mkd. W 1/16 83 BT.

79.06-'u1he’éor.»of,secs 3, 4, 9, and 10

“[N. 1° 05' E., bet. secs. 3 and 4.
20.46«v Point"for the § 1/16 sec. cor. of secs. 3 and 4.

{Set an'iron post 30 ins. 1ohg,'2/ ins. diam., 18 ins.
in the ground, and in a mound of: stone, 3 ft. base, to top
of brass. cap, mkd.

8§ 1/16
sS4 |83
1979

Form 9600—10 (June 1978) (formerly 9180~7) USDI-—BLM- e ~ FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

from which

A fir, 12 ins. diam., bears N. 81%° E., 11} lks.
dist., mkd. BT.

A fir, 19 ins. diam., bears S. 52%° W., 117% lks.
dist., mkd. BT.

79.42 |True point for the cor. of secs. 16, 17, 20, and 21, at
porportionate distance; there is no remaining evidence
of the original corner. This cor. point falls on a
steep slope, where it is impracticable to establish a
permanent monument.

From this point, the cor. of secs. 4, 5, 32, and 33, on
the S. bdy. of the T., bears S. 0° 31' E., 236.59 chs.
dist., monumented with an iron post, 2 ins. diam., pro-
jecting 12 ins. above the ground, and in a mound of stone,
3 ft. base, to top of brass cap, mkd. as described in the
official record of the 1940 resurvey of the N. bdy. of

T. 9 N., R. 4 E., from which the 1940 bearing trees

A fir, 16 ins. diam., bears N. 56° E., 11% 1ks.
dist., mkd. with a healed blaze.

A fir, 11 ins. diam., bears S. 82%° E., 26% lks.
dist., mkd. with a healed blaze.

from which a new bearing tree

A fir, 8 ins. diam., bears N. 58° W., 40% lks.
dist., mkd. T10N R3E S32 BT.

The control line was fully retraced and no evidence of

N. 0° 55' W., bet..secs. 16 and 17.

39.44 |Point for the % sec. cor. of secs. 16 and 17, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base, to
top of brass cap, mkd.

TI10NR4E
Y
|
517}516
1980

from which

A Douglas fir, 5 ins. diam., bears S. 32° E.,
. 5. 1ks. dist., mkd. % S16 BT.

A Douglas fir, 25 ins. diam., bears S. 76%° W.,
26 lks. dist., mkd. % S17 BT.

Cor. is located on W slope.
78.88 JPoint for the cor. of secs. 8, 9, 16, and 17, at propor-

tionate distance; there is no remaining evidence of the
original corner.

Form 960010 (June 1978) (formerly 9180~7) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines
of T. 10 N., R. 4 E., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd. |

TIONR4 E

s8 | s9

S 17 | s 16
1980

from which

A Douglas fir, 12 ins. diam., bears N. 43® E.,
18% 1ks. dist., mkd. TION R4E S9 BT.

A Douglas fir, 15 ins. diam., bears S. 14%° E.,
22 1ks. dist., mkd. T1ON R4E S16 BT.

A Douglas fir, 10 ins. diam.; bears West, 26% lks.

A Douglaé fir, 10 ins. diam., bears North, 80 1ks.
dist., mkd. T1ON R4E S8 BT.

Cor. is located on NE slope.

From the cor. of secs. 9, 10, 15, and '16.
N. 84° 38' W., bet. secs. 9 and 16.
Point for the % sec. cor. of secs. 9 and 16, at propor-—

tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone,
3 ft. base, to top of brass cap, mkd.

TIONRLE

.S 9
S 16

1
%4

1980
from which

A Douglas fir, 28 ins. diam., bears N. 10° E.,
17 1ks. dist., mkd. % S9 BT.

A Douglas fir, 10 ins. diam., bears S. 44%° W.,
- 56 1ks. dist., mkd. % S16 BT.

Cor. is located on N slope.

The cor. of secs. 8, 9, 16, and 17.

N. 0° 28' E., bet. secs. 8 and 9.

Point for the % sec. cor. of secs. 8 and 9, at propor-
tionate distance; there is no remaining evidence of the
original corner.
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CHAINS
Set an aluminum post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base, to top of aluminum cap, mkd.

T10NR4E

from which

A juniper, 8 ins. diam., bears N. 420 E., 41% lks.
dist., mkd. % S9 BT.

A Douglas fir, 30 ins. diam., bears N. 56° W.,
49 1ks. dist., mkd. % S8 BT.

Cor. is located on E side of draw, draining N.

78.86 [Point for the cor. of secs. 4, 5, 8, and 9, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stome, 3 ft. base, to top
of aluminum cap mkd.

TIONRG4E
'S5 1|8 4
s8]s9

1979

from which

A mahogany, 8 ins. diam., bears S. 46%° W.,
52% lks. dist., mkd. T1ON R4E S8 BT.

A juniper, 6 ins. diam., bears N. 60° W.,
137 1ks. dist., mkd. T10N R4E. S5 BT.

Cor. is located on W slope.

From the cor. of secs. 3, 4, 9, and 10.

N. 86° 49' W., bet. secs. 4 and 9.

19.855 |Point for the E 1/16 sec. cor. of secs. 4 and 9.

Set an aluminum post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 2% ft. base, to

top of aluminum cap, mkd.

S 4
s 9

E 1/16

1980
from which

A mahogany, 5 ins. diam., bears N. 64° E., 30 lks.
dist., mkd. X BT.
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A mahogany, 12 ins. diam., bears S. 73° W., 14 lks.
dist., mkd. E 1/16 89 BT.

Cor. is located on S slope.

39.71 |Point for the % sec. cor. of secs. 4 and 9, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 ins. long, 2} ins. diam., 18 ins.
in the ground to bedrock, and in a collar of stone, 3 ft.
base, to top of aluminum cap, mkd.

TI0NR&E
S 4

Y%
1979
from which

A subalpine fir, 13 ins. diam., bears N. 55° W.,
121 1ks. dist., mkd. % S4 BT.

59.565 |Point for the W 1/16 sec. cor. of secs. 4 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base, to top of brass cap, mkd.

S 4
W 1/16 )

1980
from which

A mahogany, 4 ins. diam., bears S. 82° W., 10 1lks.
dist., mkd. X BT.

79.42 |The cor. of secs. 4, 5, 8, and 9.

N. 0° 31" E., bet. secs. 4 and 5.
19.715 |Point for the S 1/16 sec. cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base, to top
of brass cap, mkd.

S 1/16
S5 |84
1980

from which

A juniper, 10 ins. diam., bears N. 30° E., 18 lks.
dist., mkd. S 1/16 S4 BT.

An aspen, 5 ins. diam., bears S. 15° W., 104 lks.
dist., mkd. X BT.
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39.43 The % sec. cor. of secs. 4 and 5, monumented with a
wooden post, 2% ins. diam., 4 ft. long, loosely set 6

ins. in the ground, and in a mound of stone, 2 ft, base, 1
ft. high. This position is accepted as a careful and
faithful perpetuation of the position of the original
corner. '

At the corner point
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap

mkd .

TIONRG4E

p\l--‘
7
o~

-
[ R
fo o]
o

from which

A twin juniper, 6 ins. diam., bears N. 50° E.,
110 lks. dist., mkd. % S4 BT.

A mahogany, 10 ins. diam., bears S. 72%° W.,
47 lks. dist., mkd. % S5 BT.

Set the wooden post and a steel fence post alongside
the iron post.

Cor. is located on S slope.

N. 2° 09' E., beginning new measurement.

39.22 ({The cor. of secs. 4, 5, 32, and 33, Tps. 10 and 10% N.,
R. 4 E., hereinbefore described. : .

From the cor. of secs. 29, 30, 31, and 32, monumented
with a sandstone, 21 x 16 x 14 ins., firmly set 12 ins.
in the ground, in a collar of stone, no marks were found,
from which two unrecorded bearing trees

A pinon pine, 20 ins. diam., bears S. 64° W.,
17% 1lks. dist., mkd. with illegible scribing
on a nearly healed blaze.

A pinon pine, 10 ins. diam., bears N. 50° W.,
36 lks. dist., mkd. 30 T10ON R4E.

This position is harmoniously related to existing original
corners and is accepted as the best available evidence of
the original corner position.

At the corner point

Set an aluminum post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with aluminum cap
mkd .

TI1IONR 4L E

S 30 | s 29

S 31 ] s 32
1980
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from which new bearing trees

A pinon pine, 15 ins. diam., bears ‘N. 51° E.,
65 lks. dist., mkd. TLON R4E. S29 BT.

A juniper, 20 ins. diam., bears S. 320 E., 45% lks.
dist., mkd. T1ON R4E S32 BT.

Cor. is located 1 ch. N of draw, drainihg SW.
N. 899 52" W., bet. secs. 30 and 3l.

40.01 |point for the % sec. cor. of secs. 30 and 31, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base, to top
of aluminum cap, mkd.

T10NR&4E
L s 30
# s 31
1980

from which

A pinon pine, 20 ins. diam., bears S. 47° E.,
68 lks. dist., mkd. 1831 BT.

A pinon pine, 13 ins. diam., bears N. 70° W.,
42 1ks. dist., mkd. % S30 BT.

60.01 |Point for the W 1/16 sec. cor. of secs. 30 and 31.
Set an aluminum post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.

base, to top of aluminum cap, mkd .

830
W 1/16 S31

1980
from which

A point on a limestone cliff bears N. 50%° E.,
18% 1lks. dist., mkd. X.

A juniper, 12 ins. diam., bears S. 25° W., 106.
1ks. dist., mkd. W 1/16 S31 BT.

79.95 | The cor. of secs. 25,#30, 31, and 36, on the W. bdy. of
the Tp., hereinbefore described.

From the cor. of secs. 29, 30, 31, and 32.

N. 1° 40' E., bet. secs. 29 and 30.

20.08 |Point for the S 1/16 sec. cor. of secs. 29 and 30.
Set an aluminum post, 30 ins. long, 2% ins. diam., 18 ins.

in the ground to bedrock, and in a mound of stone, 2% ft.
base, to top of aluminum cap, mkd .
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40.16

39.25

S 1/16
S 30} s 29
1980

from which

A pinon pine, 10 ins: dlam » - bears N. 740 E.
14% 1ks. dist., mkd. S 1/16 S29 BT.

A pinon pine, 9 ins. diam , bears S. 63° W
47 1ks. dist., mkd. S 1/16 S30 BT.

Cor. is located on E slope, 40 1ks. W of the bottom of
draw, drains S. : : '

The % sec. cor; of secs. 29 and 30, monumented<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>